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SUMMARY i 

The performance increase  result ing f r o m  the  addition 
f luor ine   to  the oxygen - RP-1 propellant conbinstion was evaluatbd s- 1 
perimentally i n  a 5000-pound-thrust rocket engLne at a chaniber press& 
of 650 pounds per square inch absolute. Runs were made with the engine 
water cooled and regetiaatively cooled. 

? 
4 A t  the volumetric oxidant-fuel r a t i o  far peak performance of oxygen 
'3 .. and RP-1, increases i n  specific impulse and mac te r i s t i c  velocity of 

2.6 percent were obtafned with fluorine  addftion  for the water-cooled 
runs. The specific impulse was ,248 pound-seconds per pound with fluorine 

and the corresponding character is t ic   veloci t ies  were 5530 and 5390 feet 
per second. Heat reject ion was slightly Lower with fluorine added at 
the same volumetric  &idant-fuel  ratio than with oxygen and RP-1 (1.10 
canpazed, t o  1.25 Btu/ (sq in. ) (sec) . 

. added and 241 pound-seconds per pound w i t h  the oxygen - RP-1 combination, 

The runs m a d e  with the engine  regeneratively  cooled  indicated a 
specific impulse of 248 pound-seconds per pound and a characterist ic ve- 
loc i ty  of 5380 f e e t  per second for oxygen and FP-l. The heat re ject ion 
at peak specific impulse was approximately 1-10 Btu per square  fnch per 
second. 1 rr(lBoMc .\ 

An oxidant m i x t u r e  of f luorine and oxygen KLll produce an increase 
in   spec i f ic  impulse of up t o  14 percent  over that for oxygen alone when 

fluorine t o  oggen as a means of boosting the performance of the Vmguard 
f i rs t -s tage engine, developed t o  use oxygen and =-I, is discuesed in 

adding unsymmetrical a_imethylhydrazine (UIBSH) t o  the f u e l  to preserve 
the  volumetric flow ratio and still approximate the optimum weight ratio 
for high performance . 

c hydrocarbons are used a8 the f u e l  (ref. 1) . The advantage of W n g  

references 2 and 3. Reference 3 points out  the further &vantage of 
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I n  cooperation with the Naval Research  Lrtboratory  and the General 

Electr ic  Company, an experimental  investigation was ma& at the Lewis ?s 

laboratary to determine the performance gains. and the change i n  heat re- 
jection  result ing from adding 20 percent  fluorine  to oxygen used with 
RP-1 as a f u e l  i n  a 500O-pound-th3-ust engine. 

APPARArnS 

Engine 

The thrust chambers (figs.  1 and 2(a)) used w e r e  supplied by the 
General Electric Company and  producea 5000  pounds thrust at a chamber 
pressure of 600 pounds per square  inch  absolute  with RP-L f u e l  and l iquld 
oxygen. The chanibers, as originally supplied, were designed f o r  regen- 
erative  cooling. This was accomplished by flawing the fuel through sp i r a l  
passages. surrounding the inner shell. These chambers  were modified during 
the  course of the  experiments by extending the spiral.  cooling  passages and 
adding a collector shroud {fig. Z(b) 1. 

The injector  (f ig.  3) consisted of alternate rings of f u e l  and ox- 
idant like-on-like  sets of spray holes. There were 55 sets of 0.0465- 
inch-diameter fuel  holes arranged i n  four r i n g s  and 51 se ts  of 0.0595- 
inch-diameter  oxidant holes i n  three rings. O f  this basic  design there 
were  two vmiations, the only Wference  between the two being the  groove 9 

depth between adjacent  rings. The two depths  used were 1/64 and 7/64 
inch. During the experiments,  both types of injectors were modified b$ 
the dr i l l i ng  of 26 fuel  holes (0.0225-in. -dim. ) equally spaced between 
impinging fue l  sets i n  the outermost ring. 

" . 

Because of seal ing  diff icul t ies  with the large f l a r e d   f i t t i n g  used 
f o r  an oxidant  connection on the inJector, this seal was changed t o  a 
flange  type  connection for the last ser ies  of runs. 

Test 1ns"a- t  ion 

The thrus t - s tand  consis ted of a horizontal  bedplate suspended from 
flexure plates. The engine was mou&ed dtrectly on the bedplate. Pro- 
pellants vere supplied t o  .the engine from pressurized tanks, flow rates 
being  controlled by the tank  pressure. The oxidant tank and the flow 
line up t o  the f i r e  valve were surroundedby l i q u i d  nitrogen. 

Propellants 

The f u e l  used was RF"1 (MIL-F-25576) . oxygen was obtained aa a l i q -  
uid o? 99.5-percent. purity.  Fluorine was obtained as a gas of at least 
98-percent purity in commercial cylinders. 

6 
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The fluor ine-oxygen  mixture was prepared i n  a propellant tank sur- 

rounded by liquid  nitrogen. A known weight of olrygen wa8 loaded first,  
then enough f luor ine   to  make the mwure 20 percent  fluorine by weight 
was added. The gaseous fluorine condensed upon entering the cooled tank. 
Helium was then bubbled  through the oxidant t o   e m m e  a homgeneous 
mixture. 

Instrumerrbation 

W u s t  was measured with a s t ra in  gage and recorded on an osci l lo-  
graph recorder. The s t r s f n  gage was cd ib ra t ed  before each series of 
runs; calibrations were made with the  oxidant line cooled as during 
operation. The probable error  in  meamement w a s  approximately d . 5  
percent. 

Fuel and oxidant  flows were measured by both turbine-type and 
differential-pressure flowmeters. The turbine-type flowmeter recorded 
direct ly  on the  oscillograph. !Be pressure drop across the different ia l -  
pressure flowmeter w a s  sensed by a stra,in-gage transducer and the  output 
recorded on the oscillograph. The oxidant  turbine and Venturi meters 
w e r e  calibrated with both water and l iquid oxygen. The fuel meters. were 
calibrated with water. The flow calibrations  indicated that the probable % 

” er ror   in  flow measurement was ~1.5 percent. 
a 
rl 

I 
Chamber pressure was measured by a strafn-gage  pressme  transducer, 

the output of which w a s  recorded on an oscillograph, and by a recarding 
Bourdon tube  meter. Propelhut  feed pressures were measwed by st raln-  
gage pressure pickups  recordfng on the oscillograph. The pressure  in- 
strumentation was calibrated w i t h  precision gages before each series of 
runs. Probable e r ro r   i n  all pressure measurements w a s  a ~ o x i m a t e l y  
pounds per square  inch. 

The oxidant tank, which w a s  hmersed in liquid  nitrogen, w a s  sus- 
pended from a s t r a in  gage load ce l l .  The tank weight  syetem was ca l i -  
brated before  each  series of runs. The load c e l l  temperature was main- 
tained at 67O+F F. The content weight was determined t o  s pounds. 

The  same starting procedure w a s  used for the regeneratively cooled 
and water-cooled tests with RP-1 and l iquid oxygen. First, propane and 

were ignited by an external  torch. l a w  propellant  f lom (about 25 per- 
cent of f u l l  th rus t  f lows) at an oxidant-fuel weight r a t i o  of about 1.7 

as low-f low combustion was assured (about 1.0 sec) , the engine was 
brought up to full th rus t .  

- gaseous oxygen, introduced through the main flow l ines   in to  the engine, 

were then  introduced  and ignited by the propane-axygen flame. As soon 
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In   s ta r t ing  the fluorine-cxygen m i x t u r e ,  the gas flow step was elim- 

inated,  since at the  fluorine  comentration  used  the  propellants  ignited # 

spontaneously. Again, when the l o w  flows were burning  properly, the 
engine was brought up t o  f u l l  thrust .  

In  a l l  tests a fue l  lead and an override of 0.1 t o  0.2 seconds were 
used. Run duration varied from 5 t o  l5 seconds. Runs of E-second dura- 
t ion  were made with both oxygen and fluoriw-axygen mixtures. 

RFSULTS 

Ekperimental resu l t s  are presented i n  table I and figures 4 t o  7.  

Oxygen w i t h  Rp-1. - Figure 4 shows tbe performance obtained with 
Rp-1 and oxygen during the first three series of runs when the engine was 
regeneratively cooled with the fue l .  The s-pecific impulse was about i48 
pound-seconds per pound at an  axidant-fuel  ratio of 2.2. Heat reject ion 
a t  peak performance was approximately 1.10 Btu per  square  inch  per second. 
The characteristic  velocity was 5380 fee t  per  second, and the  thrust  coef- 
ficient  varied from 1.47 t o  1.53. B c h  of the three  series of rum re- 
sulted i n  damage to   the engine (see  table I and f ig .  8) .  Wior   to   ser ies  3, 
26 holes  (0.0225-in.-diam.) were drilled i n  the  outer ring of the  injector  
t o  provide a more fuel-rich atmosphere a t  the  wall. 

- 

Ffgwre 5 shows the performance obtained with Rp-1 and oxygen during 
run series 4 and 6. The engine was modified t o  allow more uniform veloc- 
i ty  distribution  near  the  injector end (fig.  2(b)), and water  cooling was 
employed. As before, the injector w a s  provided with additional f u e l  
hales. Peak specific impulse was 241 pound-seconds per pound at an 
oxidant-fuel  ratio of 2.2. Heat re ject ion at peak performance was 1.25 
Btu  per  square  inch per second. Characteristic  velocity wae approximately 
5390 feet   per  second,  and tbrust   coefficient 1.44. 

* 

Fluorine-oxygen  mixture w3th RP-I. "Series 5 was  made with fluorine 
added t o   t h e  oxidant. For t h i s  series,  the  exact  percent of fluorine was 
uncertain because of trouble i n  the oxidant weight system, but it wa6 
approximately 10 percent. The run was m a d e  at a Lou oxidant-fuel  rstfo 
t o  avoid  engine damage during  disposal of the uncertain  oxidant mixture. 
The injector was somewhat eroded during this run  (fig. 9 ) .  

Figure 6 shows the performance obtalned Kfth RE'-1 and a 20-percent- 
fluorine - 80-percent-oxygen mixture. During these runs (series 7, 8, 
and 91, a6 during  series 4 and 6, the injector had a2.d fue l   ho les   in  
the  outer  r ing and the engine was modified and water cooled. Specific 
impulse was 248 pound-seconds per pound -at an .oxidant -f ue l   ra t io  of 2.40. 
A t  this ra t io ,  the heat reject ion was 1.24 Btu per square inch  per  sec- 
ond. The characterist ic  velocity and thrust coefficient were 5540 f e e t  



5 

per second and 1.44, respectively. The performance was  just s l igh t ly  
lower at an oxidant-fuel  ratio of 2.32 (volumetrically  equivalent to an 
oxidant-fuel  ratio of 2.m with oxygen and RP-1 at the normal boiling 
point for each  oxidant}. The specific impulse w a s  about 248 pound- 
seconds per pound, the heat  rejection approxima-tely 1.10 X u  per square 
inch  per second, the characterist ic  velocity 5530 feet   per  second, and 
the th rus t  coefficient 1.44. Heat reJection  increased  rapidly with in- 
creasing  oxidant-fuel  ratio. The engines and injectors used were damaged 
during some of the  f luorine runs. The damage 18 described in   t ab l e  I 
and shown i n  figures 10 to 12. 

The performance curves of figures 5 and 6 are summarized in figure 7. 
At constant  volumetric oxidant-fuel ra t io ,  approxfmately 2.6-percent in- 
creases in specific impulse and chmacterist ic  velocity were obtained. 
The heat reject ion was less with fluorine added than f o r  oxygen and RP-I 
alone a t  the  oxidant-fuel  ratios  considered. The thrust coefficients axe 
equal i n  the  region of interest .  A t  peak performance with  fluorine, the 
specific impulse was 2.7 percent higher than at the peak with oxygen and 
RP-1. The heat t ransfer  Kfth X) percent  fluorine at peak  performance w-as 
equivdent t o  that obtained at peak  performance with Wgen and RP-1. 

DISCUSSION 
- 

The 2.6-percent  increase in specific impulse resul t ing from addition 
of 20 percent f luor ine  a t  t h e  volumetric oxidant-fuel ratio f o r  peak per- 

the peak performance increase of  2.7 percent is less than the  4.0 per- 
cent  increase  predicted i n  reference 3. Furthermore, the  experimental 
peak occurred at an oxidant-fuel r a t i o  of 2.4, rather than the predicted 
2.7. The engine  burnouts  encountered during operations at high oxidant- 
f u e l  ratios limited  data  obtained in this region; th is ,  in turn, limited 
t h e  accuracy of the performance c u v e  at these high oxidant-fuel  ratios. 

. formance of  oxygen and RP-I is  that predicted Fn reference 3. However, 

The apparent slight decrease i n  heat  rejection with fluorine &ddi- 
t i o n  at the same axidant-fuel ratio is somewfiat surprising and contrary 
to the  prediction of reference 3. Scatter in the data may account for 
some of the  difference. Hoi-ever, the data indicate no substantial  dif - 
ference  in  the  oxidant-fuel-ratio  region of in te res t .  The heat t ransfer  
differences cannot be explafned by temperature  alone,  since the theoreti-  
cal temperature w a s  the same at an  oxidant-fuel  ratio of 2.1 ma s l i g h t l y  
higher at higher ra t ios .  !&e differences, then, were caused by other 
factors  such as gas composition or  w a l l  deposits. 

- 
Series 4 and 6 for  oxygen and RP-1 indfcate two dif'ferent s e t s  of 

values for both  characteristic  velocity and t h r u s t  coefficient. However, 

the thrust-coefficient data obtained f r o m  the fluorine rum. A possible 
. the  best  average line drawn through all the  points agees closely  with 
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answer t o  the sca t te r  may he found i n  the dif'ferent average chamber pres- 
sures   for  each series. Series 4 (oxygen and FP-1) w a s  made at a man 
chamber pressure af 626 pounds per s q m e  inch  absolute, series 6 at a 
mean pressure of 673 pounds per squaxe inch absolute, and the 20-percent- 
fluorine  runs at a mean pres sure of 651 pounds per square inch  absolute. 
Changes in the chamber pressure, and hence the mass flow through  the 
engine, may have affected the gas velocity  in the acceleration ar reaction 
zone near the  injector.  Since the chamber pressure  tap i n  this case was 
i n  the reaction zone as indicated by chamber heat marks, velocity changes 
could  occur that would affect   the  measurement of static  pressure.  For Ip rp 
the contraction  ratio of t h i s  engine, a s t a t i c  pessure 7 t o  8 percent cn co 
lower than the total   pressure may occur at the  beginning of' the convergent 
section.  Shifting  the flame front  downstream w5th increased mass flow 
would reduce  velocity at the chamber-pre.ssure tap and consequently raise 
static  pressure.  

L 

The engine  appeared t o  be marginally  cooled. With either oxygen or 
the 20-percent-fluorine - 80-percent-oxygen  mixture operation was appar- 
ently safe below an oxidant-fuel  ratio of about 2.5. Above this r a t i o  
burnouts  occurred  almost  invariably. The bubbled cadmium plating found 
i n  the engine  cooling  passages after ser ies  3, f o r  example, indicated  an 
inner-wall  temperature of over 624' F. This wae evidently w e l l  over  the 
anticipated  inner-wdl temperature. 

The difference i n  specif ic  impulse between the regeneratively  cooled 
and  water-cooled runs may have been  caused by a systematic  error in   th rus t ,  
since both character is t ic   veloci t ies   me the same. The reason fo r  this 
error  is not known. Previous  experience  indicates that the leve l  of spe- 
c i f i c  impulse obtained for the regenerative-  cooled runs is mre nearly 
the  true  level  (see  ref.  31, while the value for water-cooled  runs is 
probably low. However, data from the water-cooled runs with and w i t b u t  
fluorine appear consistent,  because the percent  increase  in  specific 
impulse and characterist ic  velocity axe the same. 

I n  summruy, a 20-percent-f luorine - 80-percent-oxygen  mixture with 
RP-1 gives a 2.6-percent  increase i n  performance at the volumetric oxidant- 
f u e l  r a t i o  corresponding t o  peak performance with oxygen and RP-I. In 
addition, the engine  appeared t o  be unharmed by the  addltion of fluorine. 
The heat reject ion w&s actually lower with  f luorine  in the region con- 
sidered, and burnouts  appeared t o  be no mre of a problem. 

The performance result ing from the addition of 20 percent  fluorine 
t o  the oxygen - RP-1 propellant combination was evaluated  experimentally 
at a chamber pressure  of 650 pounds per  square  inch absolute i n  a 5000- 
pound-thrust engine similar t o  the Vanguard first-stage engine. The 
following results were obtained: 
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2. Characteristic  velocity was increased 2.6 percent, from 5390 to 
5530 f ee t  per second at the same volumetric  oxidant-fuel  ratio. 

3. Heat t r a w f  er decreased from 1.25 to 1.10 Btu per squerre inch 
per second with fluorine added at the same v o l m t r i c  oxidant-fuel r a t i o .  

Lewis Flfght Propulsion Laboratory 
National.  Advisory Committee for  Aeronautics 

Cleveland, Ohio, February 18, 1957 
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TABLE I. - SUMMARY OF DATA 
Specif 
Impulse, 

Ib 
lb-aec 

ber- ThruEt 
!heat 

rejection, I lb/sq Ivelodty, 

coeffi- pressure, ietia 
cient 

Btu/( sq In. ab6 ft/aec in. ) (eec) 
Series 1: Oxygen and FtP-1; regenerative cooling. I 

T 1.04 

1.20 

1.17 
1.16 

1.44 

1.30 
1.38 

1.36 . 

"" 

59 8 
644 

~ 625 
636 
631 
6 74 

671 
671 

677 

4893 
5393 

6351 
5335 

5329 
51 75 
5009 
4941 
4930 

1,482 

1.498 
1.499 

I" 

-"- 
"U 

-" "- 
"" 

~ 5.5 
2.0 

5.6 
5.8 
5.8 
5.5 

17.4 
5.5 

16.0 

Engine burned out at 
injector end and at 
throat. 

Low characteristic ve- 
lacitlea (last three) 

burn-aut ocaurred dur- 
Indicate that the first 

ing previous mm. 

2.51 

248.2 2.21 
249.2 2.31 

"" 2.20 
225.2 

2.32 "" 

2.68 --- 
2.67 ""- 
2.05 --- 
1.94 --- 

aerie8 2: Oxygen and RP-1; regenerative cooling. I 

Series 3: Oxygen and RP-1; regenerative coollng. I 
""."I 248.9 2.17 

2.21 
2.18 

2.24 
2.37 
2  -35 
2.32 

2.50 
2.42 

2.51 

633 
632 
635 
639 
647 
645 
6 45 
645 
637 
645 

Tuenty-slx 0.0225-In.- 
dim. boles added in 
outer ring of injeator; 
acreem installed in 
fuel and oliUant lines 
before lnjeator; etart 
and shutdown more fuel- 
r id .  Engine burned out 
at injector (fig. e) and 
cadmium plating in cool- 
ant paeaages bubbled. 

1.528 
1.534 
1.512 
1.527 
1.472 
1.476 
1.470 
1.467 
1.481 
1.476 

5.1 
5.3 
5.9 

9.3 
7.0 

9.2 
9.3 
9.7 
10.0 
9.8 

5370 
5329 

246.6 
249.1 
247.0 
247.4 

.95 

.96 

.90 

.93 53 72 
5400 
5400 
5341 
5387 

247.6 I .94 
247.0  .92 
246- 8 
247.7 

1 .85 
.95 

I Series 4: Oxygen and RP-1; water cooling. 

2.44 Euglne modified at in- 9.6 1.478 5240  627 1.52 240.8 

1.84 

6.8 1.454 5321 
6.8 

6 P  1.19 240.5 2.14 

twice fuel flow. 6.7 
1.456 !X301 624 
1.471 5251 613 

1.10 240.0 2.07 
1.09 

Water flow more than 6.7 
240.1 2.22 

1.469 5252 
coolant (fig.  2(b)). 9.4 

620 1.09 239.8 2.05 
1.465 5176  640 1.07 2335.7 1.74 

jector  end to give more 9.5 1.672 
even dletribution of 9.5 1.477 528% 

5269 
637 
635 1.19 241.1 1.86 

1.15  242.9 

2.29 6.5 1.155 5T23 614 I.= 240.8 

Series 5: 10bFluorine - 9O%-oxygen -tu= and RP-1; water a O O l i n g .  

1.16 Injector somewhat 5.7 1.407 4834  519 --- 211.4 
scored (fig.  9). 



NACA RM E57B08 9 

n 
a e 
P 

Specifio Over-all Chamber Character-  Thrust ~ull 
lmpulee, h a t  preaaure, i a t i c  coeffl- thruat 

Rt?!QlWkEi 

lb-sec rejection, lb/W velooity,  cient e a t i o n ,  
1b Btu/(Sa h. ab6 ft/Eea Bec In. ) (sec) 

1.87 
1.98 
2.05 
2.23 
2.32 

2.06 
2.43 

2.05 
1.89 

2-32 
2.07 

2.04 
2.27 
2.12 
2.08 

239.5 I 0.59 
243.7 --- 
242.3  1.25 
242.4  1.30 
230.5 1.40 
239.2  1.42 
239.6  1.30 
239.6  1.33 
237.4  1.34 
242.8 1.29 
242.3 
241.7  1.36 

1.32 

243.5  1.41 
242.1 1.35 
241.6 I 1.39 c 

671 
665 

669 
672 
8 73 
669 
672 
675 
603 

671 
676 

676 
677 
6 73 
-9- 

L 

5425 1.420 4.8 Same conditiana aa 

5410 1.438 5.0 changed because of face 
5456 1.437 5.0 I3erleE 4. Injeotor 

5459 1.428 5.1 aroeion during seriea 
5396 1.422 5.0 5. 
5401  1.425 4.9 

5461 1.427 5.9 
5532 1;4ll 6.0 

5492 1.415 5.0 
5490 1.427 5.9 
5467 1.424 5.9 
-A ---- 3.8 

2.32 I 241.9 I 1.08 I 647 I 5445  11.429 t 4.7 tgngine -ed. Drobably 
2.36  245.9  1.06  645 &lng high-oddkt-  
2.26 I 24.2 1 .69 
2.38  249.5 1.05 

1.451 fuel-ratio r u n  (second 
l ae t l .  Burnt near 

2-58 2G.5 1.34  664 
2.34  241.7  1.24 644 5497 1.414 13.9 

5466 1.438 10.9 InJector and nea-thraat .  

aeries 8: lO.S$-FFluorine - 80.fi-oxygen m i x t u r e  and W-1; water cmling. 

2.47 I 248.1 1 1.577 1 657 1 5520 11.445 1 3.9 I Engine scored badly i n  
three  places (fig. 10). 

Series 9:  19.9%Fluorine - 80.l%-oxygen mixture and RP-1; water cooling. 

2.38  253.4 ”- 658  5619 1.450 3.6 Repaired engine from 
EeFieS 7 UE&. Injector 
riag burnt through (fig. n), resulting axt-t 
&ream burnt Mgine 
(Fig. 12). 
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I !-45776 

Figure 5.  - Like-on-like in jec tor  for 50OCLpound-thrust chamber a f t e r  addition of film 
cooling holes. 
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Oxidant-fuel vefght ratio 

( R )  Specific impulse and heat rejection. 

Figure 4. - Theoretical and experimental performance of Rp-1 and rima 
oxygen in Vanguard 5m-~wmd-thru& engine (regenerative mal&) a t  
nominal chaniber  pressure of 650 pounds per square inch  absolute. 
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(b) Characteristic velocity and thrust coefficient. 

Figure 4. - Concluded. Theoretical and experimental  performance of RP-1 
and liquid oxygen i n  Vanguard 5000-p0~nd-thruet engine (regeneratively 
cooled) at nominal chamber pressure of 650 p ~ u n d ~  per 8-e inch 
absolute. 
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5000 

1.7 1.8 1.9 2.0 2.1 2.2 2.3 2.4 2.5 
Oxidant-fuel weight ratio 

(b) Characterietlc  velocity an& thrust coefficient. 

Figure 5. - Concluded.  Theoretical and experimental performance of RP-1 
and l iquid  oxygen in Vanguard 5000-pound-thrust engine  (water-cooled) 
at nominal chamber pressure of 650 pounds per square Inch absolute. 
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(a) SpecFfic impulse and heat rejection. 

Figure 6. - Theoretical and experimental performance of RP-1 and 
20-percent-fluorine - 8o-percent-omen mixture in Vanguard  
m-pound-thrut engine (water-cooled) a t  n o m i m  chamber 
pressure of 650 pound6 per square inch absolute. 
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(b)  Characteristic  velocity and thrust  coefficient. 

Figure 6. - Concluded. Theoretics1 and experimental performance 
of RP-1 and 20-pecent-fluorine - 80-percent-oxygen mixture i n  
Vanguard 5000-pound-thrust engine (water-cooled) at nominal 
chaniber pressure of 650 pounds per  square  inch RbBOlUte. 
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(E) Specific impulse an8 heat rejection. 

Figure 7. - Compuison of performance of RP-1 and oxygen with Rp-1 aa8 2O-percent-~uorine - 
80-percent-oxygen mixture in vanguard 5000-pound-thrust ang* (water-cooled) at nomind 
chamber pres- of 660 paunds per a w e  inch absolute. 
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(b) Charact'eristic velocity and thrust  coefficient. 

Figure 7. - Concluded. Comparison of performance of RP-1 and oxygen vith RP-1 and 20-percent- 
fluorine - 80-percent-oxygen mixture i n  Vanguard 5000-paund-thrust engine (water-cooled) at 
nominal chamber pressure of 650 pounds per square Inch absolute. E 

s 

, I  

i .  I . .  . 
69W 

.. .. . . 



21 

.~ .... - . . . . . . . . .  

". . ~ ~ I  ..... 
. . . . . . . . . . . . . .  

Figure 8.  - Xbglne damage folloalng Beriee 3. 



N 
N 

I 

6GW 
.. . .. . .  



NaCA RM E-08 23 

C-43101 



I 
i 

! 
! 
! 

! 

i 

I 
I 
I I 
! 
i 
I I 

... . 
6GW 
. . . . . . . . ... . 

F 
F 



. 

EACA RM E57B08 

A 

25 

NACA - Langley Fleld, V& 



' - .  . 

. 


